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Santicizer® 141

vs IPPP in a PVC plastisol formulation for Coated Textiles

Santicizer® 141, an alkyl aryl phosphate ester, is an excellent alternative for isopropylated triaryl phosphate
esters.

When the addition level is lowered by 15-25%, similar rheological, mechanical & fire resistance properties
are obtained.

Plastisol Formulation IPPP S141- S141 --
E PVC K70 100 100 100
Santcizer® 141 65 55
Isopropylated Triaryl Phosphate Ester 75
Sb203 13 13 13
ATH 35 35 35
Chlorinated Paraffin 50 15 15 15
Visco-depressant 23 23 23
BAZN stab 3.0 3.0 3.0
Biocide 2.5 2.5 2.5
TiO2 17.7 17.7 17.7

Plastisols were prepared in high speed mixer, 170gsm was coated on coating line at 185°C during 2', then a 110gsm adhesive layer was
coated in order to adhere a 50gsm polyester by transfer (2' at 185°C)
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The information contained in this data sheet has been determined through the application of accepted
engineering practice and is believed to be reliable Since the conditions of application and use of our
products are beyond our control , no warranty is expressed or implied regarding accuracy of this
Customer service +44 1633754218 information, the results to be obtained from the use of the product, so that such use will not infringe on

any patent This information is furnished with the express condition that you will make your own tests to
10/03/2016 Revision 1.0 determine the suitability of the product for your particular use.
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Fire Retardancy: Rheology:

Electrical Burner NF 92-503 Plastisol Viscosity after 3 days in mPas
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