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The information contained in this data sheet has been determined through the application of accepted 
engineering  practice  and is believed to be reliable.  However, since the conditions of application and 
use of our products are beyond our control, no warranty is expressed or implied.  In particular, no 
warranty, expressed or implied, is provided for the use of this information to determine infringement or 
non-infringement of any patent.  This information is furnished with the express condition that you will 
make your own tests to determine the suitability of the product for your particular use. 

 
 

   

 
 

 
Valtris Santicizer® 141 Plus 

 
Santicizer® 141 Plus has been developed to have extremely low TPP content (<0.1%) to accommodate 
requirements of the market.  Santicizer® 141 Plus is a fast-fusing, non-halogen, fire retardant 
plasticizer used in multiple polymer systems. In PVC, it acts as a high solvating plasticizer, offering 
performance, faster fusion and high plasticizing efficiency. Santicizer® 141 Plus is also used as a 
lubricant additive, hydraulic fluid, and rubber processing aid.  
 
Santicizer® 141 Plus has the same flame and plasticizing performance as Santicizer® 141, as 
demonstrated by the data below. 

 

 Santicizer® 141 Santicizer® 141 Plus 

PVC 100 100 

DIDP 15 15 

FR Plasticizer 20 20 

ATH 30 30 

Stabilizer 2 2 

   

Hardness, Shore A 90 89 

LOI (%) 22.4 ± 0.1 22.4 ± 0.1 

Vertical Burn V-0 V-0 

Tensile Stress (psi) 2058 ± 84 2009 ± 67 

Elongation (%) 210 ± 11 203 ± 14 
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